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ASA simplex sprocket
for chain according to DIN 8188 - ISO 606 - ANSI B 29.1

ASA 100-1
Pitch 31,75 x 19,05 mm

SPROCKET [mm]

Tooth radius r3 33,5

Radius width C 4

Tooth width B1 17,6

CHAIN [mm]

Pitch 31,75

Internal width 19,05

Roller ø 19,05

Material Steel C45

De External diameter

Dp Pitch diameter

Dm Hub diameter

W Weight

Z De
[mm]

Dp
[mm]

Dm
[mm]

d1
[mm]

A 
[mm]

W 
[kg]

Part number

8 96,0 82,96 53 20 40 0,85 QPSA100-1-008

9 106,5 92,84 63 20 40 1,18 QPSA100-1-009

10 117,0 102,74 70 20 40 1,57 QPSA100-1-010

11 127,0 112,68 77 20 45 2,04 QPSA100-1-011

12 137,0 122,68 88 20 45 2,58 QPSA100-1-012

13 147,5 132,65 98 20 45 3,15 QPSA100-1-013

14 157,6 142,68 108 20 45 3,78 QPSA100-1-014

15 167,7 152,72 118 20 45 4,47 QPSA100-1-015

16 177,7 162,75 120 25 50 5,25 QPSA100-1-016

17 187,7 172,78 120 25 50 5,61 QPSA100-1-017

18 197,8 182,85 120 25 50 5,99 QPSA100-1-018

19 207,9 192,91 120 25 50 6,40 QPSA100-1-019

20 217,9 202,98 120 25 50 6,82 QPSA100-1-020

21 228,0 213,04 140 25 55 8,79 QPSA100-1-021

22 238,1 223,11 140 25 55 9,27 QPSA100-1-022

23 248,2 233,17 140 25 55 9,77 QPSA100-1-023

24 258,3 243,23 140 25 55 10,30 QPSA100-1-024

25 268,4 253,33 140 25 55 10,85 QPSA100-1-025


